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TECHNICAL DATA ENGINEERED WOOD

TEST REQUIREMENT HAND SAWN VALUE

Resistance to Stains EN 12720/97 Class B

Antibacterial Finish ISO 22196:2007 Complies

Square (Cross cut test) EN ISO 2409:2007 Complies

Resistance to Cleaning Products PTP 53/95 Complies
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IPF COLLECTION _ SEGATO A MANO Engineered bevelled wood flooring, brushed, sawn-marked and hand-treated for wax 
effect

Size / Wood:
2 layers PLANCIA M 10,5/4,2x150x800/1400 mm t&g _ glued down European Oak/ Birch multilayer100% FSC
2 layers PLANCIA L 15,0/4,0x190x950/1900 mm t&g_ glued down or floating European Oak/Mixed multilayer

Grades (details available in our Technical Area): Finish:
Comfort hand lacquered for wax effect (15/17 coats).

Antibacterial, stain resistant, high wear resistance
Ordinary maintenance: Extraordinary maintenance:

vacuum, water and neutral cleaner, dampened and wrung microfiber floor cloth not required
Usage: Installation on radiant heating or cooling system:

Residential, commercial/high traffic suitable
Emissions: Fire reaction class:

All IPF floors are free from harmful emissions in compliance with CE standards Cfl-s1
and are certified Class E1 formaldehyde free.

Plancia M and L TOP are certified Class E0/F****


